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General information

PM cores are particularly suitable for use in transformers handling high powers in the frequency
range up to 300 kHz. For numerous design tasks in telecommunications and industrial electronics
(e.g. power pulse transformers in radar transmitters, antenna matching networks, machine control
systems, thyristor firing transformers, energy storage chokes in switch-mode power supply equip-
ment and others), the pot core shape offers various advantages: wide flux area for high power at a
minimum number of turns, thus causing only low magnetic leakage and stray capacitance, as well
as good shielding owing to the closed form, precisely ground air gaps, straightforward assembly and
economic mounting.

A family of large pot cores, briefly designated PM cores (for Pot core Module), is presented in the
following.

Due to the weight of these pot cores, particularly in the case of the large cores 87/70 and 114/93,
mounting on PC boards may not always be possible. In these cases, the coil former should be
mounted with its terminals upwards.

Example of an assembly set
PM 74/59

Brass clamping yoke

Core

Coil former

Core

Aluminum base plate

Washers
Nuts
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General information

1 Core losses

For each core type, the maximum dissipation loss is specified in W/set with the relevant measure-
ment parameters. The flux density has been calculated on the basis of a sinusoidal voltage and is
referred to the minimum cross-sectional area A,,.

2 Tightening torque

When using the mounting assembly, the torques for tightening the nuts (without printed circuit
board) are as follows:

Type Torque
Nm

PM 50/39 0.4
PM 62/49 0.6
PM 74/59 0.8
PM 87/70 1.0
PM 114/93 1.2
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Important notes

The following applies to all products named in this publication:

1.

Some parts of this publication contain statements about the suitability of our products for
certain areas of application. These statements are based on our knowledge of typical require-
ments that are often placed on our products in the areas of application concerned. We never-
theless expressly point out that such statements cannot be regarded as binding statements
about the suitability of our products for a particular customer application. As a rule, we
are either unfamiliar with individual customer applications or less familiar with them than the cus-
tomers themselves. For these reasons, it is always ultimately incumbent on the customer to
check and decide whether a product with the properties described in the product specification is
suitable for use in a particular customer application.

We also point out that in individual cases, a malfunction of electronic components or fail-
ure before the end of their usual service life cannot be completely ruled out in the current
state of the art, even if they are operated as specified. In customer applications requiring a
very high level of operational safety and especially in customer applications in which the mal-
function or failure of an electronic component could endanger human life or health (e.g. in acci-
dent prevention or life-saving systems), it must therefore be ensured by means of suitable de-
sign of the customer application or other action taken by the customer (e.g. installation of pro-
tective circuitry or redundancy) that no injury or damage is sustained by third parties in the event
of malfunction or failure of an electronic component.

. The warnings, cautions and product-specific notes must be observed.

In order to satisfy certain technical requirements, some of the products described in this pub-
lication may contain substances subject to restrictions in certain jurisdictions (e.g. be-
cause they are classed as hazardous). Useful information on this will be found in our Material
Data Sheets on the Internet (www.tdk-electronics.tdk.com/material). Should you have any more
detailed questions, please contact our sales offices.

. We constantly strive to improve our products. Consequently, the products described in this

publication may change from time to time. The same is true of the corresponding product
specifications. Please check therefore to what extent product descriptions and specifications
contained in this publication are still applicable before or when you place an order.

We also reserve the right to discontinue production and delivery of products. Consequent-
ly, we cannot guarantee that all products named in this publication will always be available. The
aforementioned does not apply in the case of individual agreements deviating from the foregoing
for customer-specific products.

Unless otherwise agreed in individual contracts, all orders are subject to our General Terms
and Conditions of Supply.
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7. Our manufacturing sites serving the automotive business apply the IATF 16949 standard.
The IATF certifications confirm our compliance with requirements regarding the quality manage-
ment system in the automotive industry. Referring to customer requirements and customer spe-
cific requirements (“CSR”) TDK always has and will continue to have the policy of respecting in-
dividual agreements. Even if IATF 16949 may appear to support the acceptance of unilateral re-
quirements, we hereby like to emphasize that only requirements mutually agreed upon can
and will be implemented in our Quality Management System. For clarification purposes we
like to point out that obligations from IATF 16949 shall only become legally binding if individually
agreed upon.

8. The trade names EPCOS, CarXield, CeraCharge, CeraDiode, CeraLink, CeraPad, CeraPlas,
CSMP, CTVS, DeltaCap, DigiSiMic, ExoCore, FilterCap, FormFit, InsuGate, LeaXield,
MiniBlue, MiniCell, MKD, MKK, ModCap, MotorCap, PCC, PhaseCap, PhaseCube, PhaseMod,
PhiCap, PowerHap, PQSine, PQvar, SIFERRIT, SIFI, SIKOREL, SilverCap, SIMDAD, SiMic,
SIMID, SineFormer, SIOV, ThermoFuse, WindCap, XieldCap are trademarks registered or
pending in Europe and in other countries. Further information will be found on the Internet at
www.tdk-electronics.tdk.com/trademarks.
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